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EGGER WORKTOP

EGGER Worktops are the ideal solution for any kitchen and a wide range of commercial

interior applications. With a “square-edge” profile to provide an invogue, chunky

appearance, EGGER Worktops are available in a range of carefully-selected contemporary designs.

EUROSPAN® WORKTOP

PROPERTIES:

m Swelling by thickness (24h) < 12 %

through the substrates middle layer chips.

Improved quality of surface finish and processing by using the thin

chipboard support edge. This technology prevents any telegraphing

= Particle Board F**** JP 0.3 mg/l with reduced formaldehyde

EUROSPAN® WORKTOP
Decors Format Thicknesses
For AVAILABILITY see the decor one-sided profiled 3,650 x 600 mm 38mm
- . ®

section in this brochure or the ZOOM Tl e 3,650 x 900 mm 38mm
availability guide.

Laminate -

Abrasion, impact and scratch resistant

\ ;");y
N

38+0.2mm

s

Moisture resistantbalancerpaper/ 14mm
UV lacquer seal

LAM I NATES Polyurethane hot-melt adhesive seal

PROPERTIES:

under high pressure and heat.

EGGER LAMINATE PROGRAMME

EUROSPAN® F**** P 0.3 mg/|

——e support edge

EGGER Laminates combine high wear resistance with the flexibility

to create shapely designs. They have a multiple layer structure, which
consists of a decorative melamine resin impregnated paper, one or more
phenolic resin impregnated kraft core papers and a specially developed

balancer paper on the reverse. These papers are then pressed together

Decors Format Thicknesses
' FOR LAMINATE DECORS, see the decor
V section in this brochure or the ZOOM® 2,800x1,300mm 0.8mm
availability guide.
Ve Z0OM® decors 4,100x1,310mm  0.8mm
4,100x 1,310 mm 0.5mm
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REFLECTED AND DIRECT HEAT FROM FLAME TEST

EGGER laminate samples were supplied, and were tested for reflected and direct heat. These two tests are designed to
simulate accidental burn and long-term exposure use.

Reflected heat test consists of the EGGER laminate sample being placed under a tripod which has a Bunsen burner and a
ceramic mat placed over the flame. This is then left for a period of a minimum of two hours, to ascertain the affect on the
laminate from heat reflection from the heated ceramic mat.

The results found that after two hours of exposure the laminate showed no change in colour, finish, or degradation

The second test of Direct Heat was performed with three exposure times of 5, 10 and 30 seconds. Tests were conducted and
once completed the samples were removed and examined for results.

The result of the five second test showed that the sample had surface crackle, but did not penetrate the coating of the
product.

The result of the ten second test showed signs of crackling, further blistering, and started sign of disfigurement. The thirty
showed total degradation of the product and became a non-serviceable product.

SUMMARY

EGGER Laminates showed excellent resistance to chemical spillage. The only chemical products that effected in the
significant deterioration of the laminate were Sulphuric Acid and Nitric Acid, as expected as no polymer based laminate
can withstand these chemical Reagents. Both Sulphuric and Nitric Acid either concentrated or diluted attack the base
of the laminate that forms the central integrity of the structure. All laminates with this build structure will be affected in
exactly the same way.

No other Reagents, whether diluted or concentrated caused any major defects in the laminate. Results of concentrated
acids such as Nitric and Sulphuric are dependant on exposure time and should be avoided at all times. Organic
solvents did not affect the laminate and excellent resistance to the types of Reagents. EGGER Laminates and Worktops
are also resistant to all common disinfectants.

Heat resistance tests show that there were no effects after two hours of exposure. Samples tested to the direct flame
test were dependant on the exposure time and the extent of damage. As a guide, flames and ignited chemicals should
be removed or extinguished immediately, this will not cause the surface to have to be replaced.

CARE AND MAINTENANCE

EGGER Laminates and Worktop surfaces can be cleaned with a damp cloth and mild detergents. Use of abrasive cleaners,
powders, scouring pads, steel wool, sandpaper etc. will damage the finish and reduce the stain, chemical resistance and
service life-span of the product. Good laboratory practice dictates that all spills should be cleaned up immediately.
Stubborn stains may be removed by use of organic solvent or hydrochlorite bleach, followed by wiping with damp cloth.

WARRANTY

For the warranty please refer to the
website www.nikpol.com.au or contact
Nikpol on 1300 NIKPOL in Australia.
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W980 ST2  Platinum White ] o] =] W1000 ST9  Premium White
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FO41 ST15  Sonara White F166 ST9  Aurora Bianco
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FO40 ST72 Black Granite 83 L

F202 ST15 Black Marble
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F276 ST9  Arkosa Sand 83
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F274 ST9  Light Concrete

F275 ST9 Dark Concrete
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ST82 Valentino Grey
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F244 ST15 White Angel
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11177 ST72  Unica Anthracite =1
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EURODEKOR® MFC EUROSPAN® EUROLIGHT® RENOLIT
Worktop
MOD MOD
300/3 300/3
F**** Super EO (0.3 mg/l) onesided  bothsided
AVAILABILITY GUIDE profledprofed
1<
S =3 =3 N
~ (=) (=] o
(o] O o (o]
x x x x
(=1 o o (=]
®  Exstock o o o) o
~ o o ~
All dimensions in millimetre o
E’ 16 18 25 38 38 50 MATCH
WHITE COLOURS
w980 ST2 Platinum White 4 ) ° ° [ [} [} [}
W1000 ST9 Premium White 4 [} [}
MATERIAL REPRODUCTIONS
- F040 ST72  Black Granite 5 [} °
Fo41 ST15 Sonara White 4 ° °
N
X *-q F147 ST82  Valentino Grey 8 ) °
F166 ST9 Aurora Bianco 4 ) )
- F202 ST15 Black Marble 5 [} [}
F244 ST15  White Angel 8 [ )
F274 ST9 Light Concrete 7 [} [}
F275 ST9 Dark Concrete 7 ) °
F276 ST9 Arkosa Sand 6 ° °
F554 ST72  Unica Anthracite 9 ) °
F558 ST15 Unica Cream 9 [} °
AVAILABILITY

The delivery symbols on each decor image, starting on page
10, indicate which decor is available with what products in

Australia.

[*] EURODEKOR®
Laminates

ABS Edging

[©] EUROLIGHT® Lightweight Boards

[B] EUROSPAN® Worktops



ZOOM® THE EVERYDAY RESOURCE.
SIMPLE EVERYDAY SOLUTIONS

What counts in your daily life are things that work. They must be practical and versatile.
This is why we perfected ZOOM®, our SUCCESSFUL COLLECTION OF DECORATIVE AND WOOD-
BASED MATERIALS. Be inspired by the numerous possibilities and simple applications for

our products and services.

ALL INFO & ADVANTAGES. WWW.EGGER.COM

E ¢ Comprehensive information about our products, services and company is available
to you on our website. Here you will find all decors with various views, information
on availability, colour values and suitable combination recommendations —

straightforward to sort and select: www.egger.com/zoom

Take advantage of the EGGER services — news, trends and access to the EGGER
samples shop - easily in your personal section. Under “My Tools” you can register
your collection to receive all updates directly, free of charge:

www.egger.com/myegger

NEED TO VISUALISE YOUR IDEAS?

4 m : Digital technologies allow us to now visualise the world of furniture and interior design
: in a completely new way. With VDS Profi, you have a powerful room visualisation tool
to support you in your everyday business. Go to www.egger.com/vds and download

your full version of VDS Profi today and test it for 30 days for free! www.egger.com/vds




NEED A SAMPLE?

Simply scan this QR Code with your camera phone or webcam
(using a QR Code reading app). Or go directly to our website
www.nikpol.com.au, for your free sample service.

www.nikpol.com.au

Nikpol Pty Ltd Sydney Brisbane Townsville

Head Office Unit 2, Bessemer Street 46 Yarraman Place 8 Carroll Street

Nikpol Pty Ltd Blacktown NSW 2148 Virginia QLD 4014 Mount Louisa

6-12 Fairchild Street, T(02) 9622 4341 P.0O. Box 284 Townsville QLD 4814

Heatherton VIC 3202 F (02) 9676 4204 Northgate QLD 4013 T(07) 4774 2101

P.0. Box 559 salesnsw@nikpol.com.au T (07) 3216 5877 F(07) 4774 2446

Moorabbin VIC 3189 F (07) 3216 5478 salesgld@nikpol.com.au
www.nikpol.com.au AUSTRALIA salesgld@nikpol.com.au

7(03) 9551 3900
F (03) 9552 8888
sales@nikpol.com.au

printing process, colours may vary from the actual product.

All decors shown are reproductions. Due to variables in the
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